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ASBESTOS. 


Asbestos,  as  is  well  known,  is  the  only  fibre  which  is  strictly  fire 
and  acid-proof,  and  on  account  of  these  qualities  it  is  capable  of 
a great  variety  of  uses.  A reference  to  our  descriptive  price  list 
will  show  that  Asbestos  is  now  manufactured  into  a great  many 
useful  forms,  and  we  are  constantly  adding  new  and  useful  articles. 
We  make  use  of  the  best  material,  and  with  improved  machinery 
we  endeavor  to  lead  in  the  production  of  Asbestos  materials  of  the 
best  quality.  We  are  the  oldest  manufacturers  of  Asbestos  Pack- 
ings, etc.,  in  the  United  States,  and  we  trust  our  record  in  the 
past  will  be  sufficient  guarantee  of  our  honest  endeavor  to  supply 
our  manufactures  at  reasonable  prices,  to  the  satisfaction  of  all 
favoring  us  with  their  orders.  Our  standard  lines  of  manufacture 
are  adapted  for  the  steam  user  in  its  various  forms  of  Packing, 
Non-conducting  Coverings,  Cements,  etc.,  for  the  mechanic  and 
property  owner  in  our  different  lines  of  fire-proof  goods,  as  well 
as  for  all  classes  in  the  community  who  may  need  good  non- 
conducting, as  well  as  fire-proof  materials. 
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Descriptive  Price  List. 


OCTOBER  1 , 1890. 


Asbestos  Rope  Packing. 


Composed  entirely  of  Asbestos  fibre,  and  woven  on  the  outside 
with  yarn  spun  from  the  pure  refined  Asbestos ; it  is  absolutely 
indestructible  by  any  degree  of  heat  or  any  acid,  and  for  piston 
rods,  valve  stems,  throttle  valves,  stuffing  boxes  of  high  and  low 
pressure  and  rotary  engines,  and  wherever  superheated  steam  or 
acids  are  used  it  has  no  superior.  Being  free  from  impurities, 
there  is  nothing  to  score  or  injure  the  rod  in  any  way.  It  will 
outlast  many  times,  any  of  the  vegetable  packings  on  the  market, 
besides  requiring  less  oil.  The  cheaper  grades  of  lubricating  oils 
made  from  petroleum,  can  be  used  equally  as  well  as  lard  or  sperm. 
Put  up  in  coils  of  10,  25,  or  50  lbs.,  in  all  sizes  of  rope  from  inch 
to  2 inches  in  diameter. 

Per  lb 60  cts. 
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Asbestos  Lubricated  Rope  Packing. 

This  consists  of  our  pure  Asbestos  Rope  packing,  with  an  ad- 
mixture of  plumbago  and  other  lubricants,  and  on  this  account  is 
preferred  by  some.  Put  up  in  coils  of  10,  25,  and  50  lbs.,  and  all 
sizes  from  inch  to  2 inches  in  diameter. 

Per  lb 60  cts. 


Asbestos  Refined  Fibre. 

For  use  in  packing  small  valve  stems,  pumps,  for  filtering,  wiping 
galvanized  wire,  and  other  special  uses.  It  consists  of  finely 
separated  fibres  of  Asbestos  thoroughly  freed  from  all  impurities 
and  it  can  be  twisted  into  any  desired  shape.  It  is  refined  by  our 
machinery,  especially  adapted  for  the  purpose ; and  no  chemicals 
of  any  kind  being  used  in  its  preparation,  it  is  guaranteed  perfectly 
pure.  Put  up  in  packages  of  1 lb.,  and  in  bulk. 


Extra  IN'o.  1 quality,  per  lb.,  . . . . .50  cts. 

No.  1 “ “ 30  ‘‘ 

No.  2 “ “ 25  “ 

No.  3 “ “ 15  “ 

No.  4 “ “ 15  “ 

No.  5,  ground,  “ 15  “ 

No.  6,  fine  ground,  “ 15  “ 


Asbestos  Wick  Packing, 
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nature  of  the  Asbestos  of  which  it  is  wholly  composed,  indestructi- 
ble by  fire,  steam  or  any  acid,  for  packing  small  valves,  pumps, 
etc. , it  has  no  superior,  and  it  will  outwear  many  fimes  any  cotton 
or  hemp  wicking,  thus  saving  labor  and  expense  and  time  repack- 
ing. Put  up  in  lb.,  3^ lb.  and  1 lb.  balls,  in  50  lb.  cases. 

Per  lb 60  cts. 


Asbestos  Mill  Board. 


Manufactured  by  this  Company  from  pure  Asbestos  of  fine 
quality  and  strong  fibre,  for  use  in  locomotive  domes,  steam  chest 
covers,  man-holes,  hand-boles,  cylinder  beads,  pipe  joints,  fiange 
joints,  acid  joints,  etc.  Unaffected  by  any  degree  of  heat  or  acids, 
it  makes  a perfectly  and  permanently  tight  joint.  Contains 
nothing  that  can  oxidize  the  iron;  and  by  the  use  of  a little  plum- 
bago on  one  side  of  the  packing,  and  the  exercise  of  a little  care 
in  breaking  the  joint,  the  same  packing  can  be  used  repeatedly. 
It  weighs  only  about  40%  as  much  as  India  rubber,  and  for  making 
a good  joint  a thickness  of  one-half  that  of  India  rubber  only  is 
required.  It  is  also  useful  in  covering  locomotive  boilers,  for  fire- 
screens and  protection  of  surfaces  from  fire. 

It  is  manufactured  in  sheets  42  x 44  inches  in  size ; from  to  \ 
inch  in  thickness.  It  is  packed  in  350  lb.  cases. 

The  approximate  weights  of  sheets  are  as  follows:  — 

Thickness  per  sheet,  3^^,  3%,  A) 

Weight  per  sheet,  If,  3^,  5J,  7,  10^,  14,  21,  28  lbs. 


Per  lb. 


18  cts. 
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Asbestos  Gaskets. 

All  sizes,  not  exceeding  42  inches  outside  diameter,  cut  to  order 
from  our  Asbestos  Mill  Board.  Orders  for  irregular  shapes  should 
be  accompanied  with  pattern  or  drawing. 

Regular  shapes,  per  lb., 60  cts. 


Asbestos  Roll  Mill  Board. 

It  is  made  in  rolls  42  inches  wide,  weighing  about  25,  50  or  100 
lbs.  each,  of  A to  ^ in.  thickness.  It  differs  from  the  Asbestos 
Mill  Board  in  being  made  in  rolls  instead  of  sheets ; it  is  adapted 
to  the  same  general  uses,  and  possesses  the  same  fire  and  acid- 
proof  qualities.  It  is  useful  for  lining  partitions^  ceilings  and 
other  surfaces  as  a protection  against  fire,  and  it  is  also  largely  used 
as  a covering  for  locomotive  boilers  and  other  heated  surfaces. 

The  covering  capacity  of  the  different  thicknesses  is  as  follows : 
One  lb.  of  inch  will  cover  about  18  sq.  ft.,  of  inch  about  9 
sq.  ft.,  of  ^ inch  about  4 sq.  ft.,  and  of  inch  about  2 sq.  ft.  It 
is  guaranteed,  like  the  Asbestos  Mill  Board,  to  be  composed  of 
pure  Asbestos. 

Per  lb 18  cts. 


Asbestos  Impermeable  Sheet  Packing. 

This  is  a very  economical  and  durable  flat  packing  for  flange 
joints,  steam  pumps,  cylinder  heads,  man-hole  plates,  of  steam 
boilers,  oil  stills,  etc.,  being  acid  and  steam-proof.  Owing  to  its 
great  elasticity,  it  can  be  removed  and  replaced  without  being 
injured  in  any  way. 

In  sheets,  40x40  inches,  to  J inch  thick.  Weight  from  12 
ozs.  to  4^  lbs.  per  sq.  ft. 

Per  lb 25 


THE  ASBESTOS  PACKING  COMPANY, 


7 


Asbestos  and  Rubber  Cloth. 

This  material  is  composed  of  Asbestos  Cloth  covered  with  an 
improved  Asbestos  and  India  Kubber  Composition.  It  is  very 
elastic  and  readily  adapts  itself  to  any  uneven  surface,  and  will 
form  a perfect  joint,  which  will  be  steam,  acid  and  air-proof. 

It  is  made  in  sheets  and  rolls  40  inches  wide.  The  single  ply 
weighs  about  7 ozs.  per  sq.  ft. , the  two  ply  about  15  ozs.  per  sq.  ft. , 
and  the  three  ply  about  22  ozs.  per  sq.  ft. 

Per  lb 90  cts. 


Asbestos  and  Rubber  Tape. 

This  material  is  a braided  tape  of  Asbestos,  covered  with  an 
Asbestos  and  India  Kubber  Composition,  designed  for  forming 
gaskets,  washers  and  rings,  for  steam  joints,  etc.,  and  being 
elastic,  it  can  easily  be  bent  into  the  required  shape,  and  can  be 
removed  and  replaced  without  injury. 

It  is  made  in  coils  of  about  10,  25  and  50  lbs.,  all  widths  from 
A to  2J  inches. 

Per  lb $1.25 


Asbestos  and  Rubber  Rings. 

Made  to  order,  with  cemented  lap  joints,  from  Asbestos  and 
Rubber  Tape,  on  receipt  of  memorandum  of  sizes,  thicknesses  and 
widths  required. 

Per  lb. 


$1.50 
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Asbestos  Cloth. 

It  is  made  in  three  standard  thicknesses  and  is  composed  of 
pure,  selected  Asbestos  Fibre,  and  is  therefore  not  affected  by  any 
degree  of  heat  or  by  acids.  It  is  used  extensively  for  filtering 
acids,  also  in  sugar  refineries,  besides  being  a superior  filter 
wherever  it  may  be  used.  It  is  made  into  curtains,  screens, 
aprons,  gloves,  etc.,  for  use  in  theatres,  iron  and  steel  works, 
smelting  furnaces,  etc.,  as  a protection  against  fire,  heat  and  red- 
hot  metals. 

The  Asbestos  Cloth  is  made  36  inches  wide  and  weighs  as 
follows: — 

Fine,  w^^it  about  1|  lbs.  per  sq.  yd.,  per  yd.  36 
inches  wide 


Medium,  weight  about  lbs.  per  sq.  yd.,  per  yd.  36 

inches  wide 

Heavy,  weight  about  3^  lbs.  per  sq.  yd.,  per  yd.  36 
inches  wide 

Special  qualities  and  widths  made  to  order. 


$2.80 

3.50 

4.00 


Asbestos  Print  Roller  Cord. 

This  is  a strong,  hard-twisted  three  or  four  strand  cord,  which 
is  used  largely  for  covering  rollers  in  print  works,  etc.,  and  on 
account  of  its  fire  and  acid-proof  qualities,  it  is  superior  to  anything 
else  for  the  purpose.  Put  up  in  1 lb.  balls  or  on  reels. 

Per  lb $1.10 

Special  sizes  of  different  number  of  strands  made  to  order. 


Asbestos  Twine. 

This  is  a strong,  hard-finished  three-strand  twine  about  of  an 
inch  in  diameter.  It  is  valuable  for  suspending  metals,  retorts, 
etc.,  in  contact  with  fire,  or  for  use  in  chemical  and  acid  works, 
print  works,  etc.,  or  wherever  a fire  and  acid-proof  twine  is  desir- 
able. It  is  used  for  insulating  electric  and  other  wires.  Put  up 
in  1 lb.  balls. 

Per  lb $1. 
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Asbestos  Sewing  Twine, 

This  is  a fine,  strong,  hard- twisted  Asbestos  Yarn,  which  can  be 
used  for  a variety  of  purposes  where  a strong  fire  and  acid-proof 
cord  is  required,  for  sewing  Asbestos  Cloth,  for  insulating  pur- 
poses, for  chemical  apparatus,  etc. 

Put  up  in  \ lb.  or  1 lb.  balls. 

Per  lb $1.50 


Asbestos  Tubes. 

For  use  in  glass  works,  for  covering  the  tines  of  Carrying-in” 
forks,  to  prevent  the  cracking  of  glass  ware. 

The  metal  forks  commonly  used  for  carrying  the  glass  ware  to 
the  lear  are  very  likely  to  become  cooled  on  the  passage,  and  the 
glass  ware,  when  it  comes  in  contact  with  the  forks,  is  very  apt  to 
become  cracked  by  reason  of  the  sudden  reduction  in  temperature. 

The  Asbestos  Tubes  aid  in  preserving  an  even  temperature, 
thus  avoiding  any  loss  from  cracking,  and  from  the  nature  of  the 
Asbestos  are  indestructible  from  any  degree  of  heat. 

Regular  sizes,  per  doz. $4.00 

Special  lengths  and  sizes  to  order. 


Asbestos  Flooring  Felt, 
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This  material  is  manufactured  from  Asbestos  Fibre  especially 
for  building  purposes,  for  use  in  place  of  ordinary  sheathing  paper. 
It  is  strictly  fire-proof,  and  for  use  between  floors,  under  slate, 
shingles,  weather  boards,  etc.,  it  has  no  superior.  It  cannot 
decay,  like  ordinary  paper.  In  rolls  of  70  to  100  lbs.  each,  44 
inches  wide.  The  standard  grade  weighs  about  10  lbs.  to  the 
square  (10  x 10  feet).  The  thinner  grade  weighs  about  6 lbs.  to 
the  square  and  the  thicker  grade  about  14  lbs.  to  the  square. 

Per.  lb.  14  cts. 


Asbestos  Fire  and  Water-Proof  Sheathing, 

This  material  is  manufactured  from  Asbestos  Fibre,  and  water- 
proofed, rendering  it  strictly  fire  and  water-proof;  and  is  the  only 
sheathing  paper  manufactured  which  retains  its  fire  and  water- 
proof qualities  permanently.  It  is  intended  for  building  purposes 
to  take  the  place  of  ordinary  sheathing  paper,  and  is  adapted  for 
any  purpose  where  a strictly  fire  and  water-proof  or  acid-proof 
paper  is  desired.  In  rolls  of  about  75  lbs.,  44  inches  wide,  weigh- 
ing about  7 lbs.  to  the  square  (10  x 10  feet). 

Per  lb.  20  cts. 


Asbestos  Wire  Board. 

This  material  consists  of  a sheet  or  roll  of  Asbestos  Board  with 
a strengthening  wire  cloth  insertion;  and  for  use  as  a lining  for 
boiler  rooms,  dry  rooms,  fire-proof  screens,  etc.,  it  has  no  superior. 
The  wire  cloth  insertion  adds  very  materially  to  the  strength  and 
toughness  of  the  sheet  or  roll.  It  can  be  painted  or  bronzed,  and 
can  be  cut  and|bent  as  desired.  In  rolls  36  inches  wide,  and 
inch  in  thickness. 
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Asbestos  Roofing. 


The  A.  P.  Co.’s  Koofings  are  intended  to  supply  a want  long 
felt  for  a reliable  Roofing,  easily  applied,  and  at  the  same  time  not 
too  high-priced,  as  are  many  of  the  patented  Roofings  on  the 
I market.  They  are  adapted  for  steep  or  flat  roofs,  and  will  with- 
I stand  the  effects  of  any  climate.  They  are  made  in  two  different 
I qualities,  the  A.  P.  Co.’s  Canvas  and  Felt  Roofing,  and  the  A.  P. 

I Co.’s  3-ply  Felt  Roofing. 

The  A.  P.  Co.’s  Canvas  and  Felt  Roofing  consists  of  two  layers 
j of  roofing  felt,  with  an  inner  layer  of  woven  fabric,  thoroughly 
I saturated  with  an  impervious  compound,  and  cemented  together 
I with  two  layers  of  a water-proof  and  flexible  cement,  and  this 

I surface  is  coated,  after  the  Roofing  is  laid,  with  a very  durable 

I liquid  Asbestos  Roof  Coating,  and  then  sanded.  This  Roofing  is 
I well  suited  for  factories  and  manufacturing  buildings  of  all  kinds, 
warehouses,  car  and  steamboat  decks,  and  generally  in  any  place 
where  a reliable  Roofing,  easily  applied,  is  desired,  and  for 
general  purposes  this  is  the  most  desirable  Roofing  on  the  market. 
The  nature  of  the  compound  used  in  saturating,  cementing 
together  and  surface  coating  is  such,  that  the  Roofing  will  not  dry 
I up  and  become  brittle  by  evaporation  under  exposure  to  the  sun. 
j It  is  made  in  rolls  32  inches  wide,  containing  100  square  feet,  with 
an  allowance  for  laps. 

The  A.  P.  Co.’s  3-ply  Felt  Roofing  is  intended  to  meet  the 
demand  for  a less  expensive  Roofing  than  om*  Canvas  and  Felt 
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Roofing,  and  for  general  purposes  for  parties  desiring  a low- 
priced,  reliable  Roofing,  it  is  unexcelled  on  the  market.  It 
consists  of  three  layers  of  Roofing  Felt,  thoroughly  saturated  and 
cemented  together  and  is  coated  after  the  Felt  is  laid,  with  the 
Asbestos  Roof  Coating  and  then  sanded.  It  is  made  in  rolls  32 
inches  wide,  containing  100  square  feet  to  the  roll,  with  allowance 
for  laps. 

The  A.  P.  Co.’s  Felt  and  Canvas  Roofing,  per  square 

(100  sq.  ft. ),  without  coatings  ....  $3.00 

The  A.  P.  Co.’s  Felt  and  Canvas  Roofing,  per  square 

(100  sq.  ft.),  with  Roof  Coating  and  Nails  . 4.25 

The  A.  P.  Co.’s  Three-Ply  Felt  Roofing,  per  square 

(100  sq.  ft. ),  without  coatings  . . . 2.50 

The  A.  P.  Co.’s  Three-Ply  Felt  Roofing,  per  square 
(100  sq.  ft.),  with  Roof  Coating,  Caps  and 
Nails 3.00 


Asbestos  Roof  Coating. 

This  is  a very  superior  coating  for  use  in  connection  with  om* 
A.  P.  Co.’s  roofing,  and  is  prepared,  ready  for  use,  to  be  applied 
with  a brush.  It  is  greatly  superior  to  the  ordinary  coatings  used, 
and  is  adapted  for  use  also  with  any  felt  or  canvas  roof.  One 
gallon  will  cover  about  100  sq.  ft. 

Bbls.  Kegs.  Cans. 

30  to  50  gals.  20  gals.  2,  3 or  5 gals. 

Per  gallon,  40  cts.  45  cts.  50  cts. 


Roofing  Brushes. 

Of  standard  quality,  particularly  adapted  for  applying  our  A.  P. 
Co.’s  roof  coating. 

Three  Knot,  each,  $1.50.  Four  Knot,  each,  $2.00 
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Roofing  Nails. 

Made  with  extra  large  heads,  especially  adapted  for  applying 
our  A.  P.  Co.’s  roofing.  A square  of  roofing  will  require  about 
lb.  of  nails. 

Per  lb 10  cts. 


Asbestos  Cement  Felting. 


For  covering  steam  pipes,  boilers,  heaters  and  other  steam-heated 
surfaces,  to  prevent  radiation  and  condensation. 
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It  contains  a certain  percentage  of  infusorien-erde  (“  infusorial 
meal,’’  so  called),  which  is  well  known  as  one  of  the  best  non- 
conductors, owing  to  its  peculiar  structure  and  composition.  This 
infusorien-erde  contains  a large  number  of  minute  air  cells  which 
add  to  its  non-conducting  qualities,  and  at  the  same  time  render 
it  very  light.  There  are  no  deleterious  or  offensive  ingredient*  in 
the  composition  of  our  Asbestos  Cement  Felting,  and  nothing  which 
can  in  any  way  affect  the  iron  of  the  heated  surface  covered.  It  is 
guaranteed  perfectly  non-combustible,  and  can  be  applied  while 
the  steam  is  on,  and  therefore  any  delay  is  avoided.  It  is  pos- 
sessed of  sufficient  elasticity  to  contract  and  expand  with  the 
heated  surface,  and  thus  avoid  any  cracking  after  the  covering 
is  applied.  The  weight  of  our  Asbestos  Cement  Felting  is  an 
important  consideration,  as  it  weighs  actually  but  about  one-half 
as  much  as  the  average  of  cement  coverings  on  the  market.  It 
can  be  easily  applied  by  any  ordinary  workman,  and  is  supplied 
either  wet  or  dry.  When  put  up  dry,  it  weighs  about  175  lbs.  to 
the  bbl.,  and  is  to  he  mixed  with  water  to  the  consistency  of 
mortar.  One  bhl.  will  cover  about  45  sq.  ft.,  1 inch  thick. 


Per  bbl. 


$4.00 


Asbestos  Hot  Blast  Cement  Felting. 

For  hot  blast  pipes,  flues,  and  other  fire-heated  surfaces.  It  is 
designed  particularly  for  fire-heated  surfaces,  being  strictly  fire- 
proof. It  can  be  applied  by  any  ordinary  workman,  and  like  the 
Asbestos  Cement  Felting,  it  is  supplied  either  wet  or  dry. 

Per  bbl $5.00 


Asbestos  Locomotive  Felt. 


To  meet  the  demand  for  a removable  covering  which  should  be 
thoroughly  fire-proof,  and  suitable  for  use  imder  a metallic  or 
wooden  jacket  on  steam  cylinders,  locomotive  and  marine  boiP 
etc.,  we  offer  our  Asbestos  Locomotive  Felt,  which  consists 
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large  strands  of  pure  Asbestos,  matted  together  so  as  to  form  a 
light,  porous  covering,  ranking  high  as  a non-conductor.  Unlike 
the  ordinary  hair-felting,  it  cannot  char,  and  it  can  therefore  be 
used  under  a jacket  of  wood  or  metal  for  an  indefinite  time,  with- 
out injury  to  the  covering.  It  is  easily  applied,  and  is  applicable 
to  any  heated  surface.  It  is  made  in  rolls  30  feet  in  length,  36 
inches  wide. 

Per  sq.  ft 45  cts. 


Asbestos  Lining  Felt. 

This  consists  of  a pure  Asbestos  Sheathing,  to  which  is  attached 
on  one  side  a layer  of  felted  Asbestos,  and  is  intended  to  be  used 
as  an  inner  lining  next  the  pipe  for  hair  felt,  forming  a fire-proof 
lining  for  the  felt,  thus  thoroughly  protecting  it  from  any  injury 
by  heat,  when  applied  to  steam  pipes,  boilers,  etc.  In  rolls  50  feet 
long,  and  12,  18,  24  and  36  inches  wide. 

Per  sq.  ft. 6 cts. 


Asbestos  Corded  Sheathing. 

This  material  is  a pure  Asbestos  Sheathing,  to  one  side  of  which 
are  attached  loosely  twisted  rolls  of  Asbestos  Fibre,  making  a 
material  about  \ inch  thick.  It  is  particularly  valuable  as  a 
strictly  fire-proof,  non-conducting  covering  for  hot  air  pipes,  and 
for  lining  under  hair  felt,  on  steam  boilers,  flues,  etc.  In  rolls 
containing  100  or  150  sq.  ft.,  36  inches  wide. 

Per  sq.  ft.  . 15  cts. 


Asbestos  Felt. 

This  material  consists  of  Asbestos  Fibre  closely  woven  into 
sheets  or  rolls:  it  is  a perfectly  fire-proof,  non-conducting  material, 
particularly  adapted  as  a covering  for  steam  pipes,  boilers,  flues, 
hot  blast  pipes,  etc.  Being  composed  entirely  of  Asbestos  Fibre,  it 
^cannot  char  and  fall. to  pieces,  and  it  can  be  exposed  to  any  degree 
of  h«with  entire  safety.  As  a covering  for  hot  air  furnace  pipes 
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it  has  no  superior;  it  is  easily  cut  and  shaped  to  fit  any  irregular 
surface ; it  is  but  slightly  heavier  than  Hair  Felt  of  equal  thickness. 

PRICE. 

In  rolls,  36  inches  wide,  containing  300  sq.  ft.,  ^ in.  thick. 


per  sq.  ft. 8 cts. 

In  rolls,  36  inches  wide,  containing  300  sq.  ft.,  in.  thick, 

per  sq.  ft. 10  “ 

In  rolls  36  inches  wide,  containing  300  sq.  ft.,  J in.  thick, 

per  sq.  ft. 15  “ 

In  sheets  24  x36  in.,  \ in.  thick,  per  sq.  ft.  . . . 30  “ 

“ 1 in.  “ “ . . . . 40  “ 

“ “ 11  in.  “ ....  50  “ 


Hair  Felt. 

For  covering  boilers,  steam  and  water  pipes,  lining  refrigerators 
and  other  non-conducting  purposes,  deadening  sound,  etc. 

Best  quality  — per  sq.  ft.,  \ in.  6 cts. ; f in.  cts. ; 1 in.  9 cts. 


Asbestos  and  Hair  Felt  Combination  Covering, 


For  steam  pipes  and  other  heated  surfaces  where  a light  covering 
may  be  required.  It  consists  of : First.  An  inside  lining  next  the 
iron  of  one  or  more  thicknesses  of  Asbestos  Lining  Felt,  as  may 
be  required.  Second.  A thickness  of  Hair  Felt.  Third.  A 
thickness  of  heavy  felting  paper.  Fourth.  An  outside  covering 
of  heavy  canvas. 

The  heat  of  the  pipe  or  boiler  being  prevented  from  passing  to 
the  Hair  Felting  by  the  insulating  quality  of  the  Asbestc^  it  is 
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almost,  if  not  quite,  impossible  for  the  most  intense  heat  to  affect 
the  Hair  Felting  sufficiently  to  destroy  its  efficiency. 

Price  for  materials  complete : 

Single  thick,  per  sq.  ft. 24  cts. 

Double  thick,  “ 30 


Asbestos  Removable  Covering. 


For  steam  pipes,  water  pipes,  etc.,  where  the  covering  may  be 
required  to  be  removed  and  replaced.  It  is  made  in  sections  three 
feet  in  length,  to  fit  any  size  of  pipe,  with  the  necessary  covering 
for  elbows,  tees  and  valves.  It  is  made  in  three  leading  styles  or 
grades,  viz.,  XXX,  Xo.  1 and  No.  4. 

The  XXX  consists  of  an  inside  of  Asbestos  Mill  Board,  then 
alternate  layers  of  a patented  non-conducting  material  and  Asbes- 
tos Mill  Board,  with  an  outer  layer  of  Asbestos  Mill  Board,  finished 
with  an  outside  of  heavy  olive  duck. 

Xo.  1 consists  of  an  inside  of  Asbestos  Mill  Board,  then  alternate 
layers  of  Asbestos  Mill  Board  and  a patented  non-conducting 
material  to  the  thickness  of  about  seven-eighths  of  an  inch,  with  a 
covering  of  non-porous  sheathing,  finished  with  an  outside  of  heavy 
olive  duck. 

Xo.  4 consists  of  an  inside  of  Asbestos  Mill  Board,  then  about 
seven-eighths  of  an  inch  of  a patented  non-conducting  material, 
with  a covering  of  non-porous  sheathing,  finished  with  an  outside 
of  heavy  olive  duck. 

It  is  the  lightest  removable  covering  manufactured ; it  can  be 
appliedjDy  anyone ; it  will  not  crack  or  crumble  and  can  be  applied 
while  thfe  pipes  are  hot  or  cold. 
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The  Asbestos  Packing  Company  have  a large  corps  of  experi- 
enced workmen  to  apply  any  of  these  coverings,  and  will  be  pleased 
to  furnish  estimates  of  the  cost  of  their  Asbestos  Coverings,  on 
receipt  of  lengths  and  sizes  of  pipe,  or  description  and  measure- 
ment of  surface  to  be  covered,  and  number  of  pounds  of  steam 
pressure,  with  advice  as  to  the  requirements  of  special  cases. 


Asbestos  Stove  Lining. 

Manufactured  of  Pure  Asbestos  and  other  fire-proof  materials 
into  a Cement,  and  is  easily  applied  with  a knife  or  trowel,  form- 
ing an  economical  and  substantial  lining  for  all  kinds  of  stoves, 
ranges,  furnaces,  etc.  It  is  especially  adapted  to  repairing  broken 
fire-brick,  stove-linings,  etc.,  and  is  superior  as  a fire  mortar  for 
laying  fire-brick  in  all  kinds  of  furnaces,  as  it  will  not  burn  out, 
and  clinkers  will  not  stick  to  it. 

PEICE. 


Casks,  500  lbs.,  per  lb 4^  cts. 

Kegs,  300  5 “ 

Pails,  50  and  25  lbs.,  per  lb 6 

Cans,  10  lbs.,  per  lb. “ 

‘‘  5 “ “ “ 10  “ 

“ 2 “ “ “ 15  “ 

“ 1 “ “ 20  “ 


Asbestos  Furnace  Cement. 


Prepared  ready  for  use  from  Asbestos  and  other  fire-proof  mate- 
rials, and  especially  adapted  for  use  in  repairing  joints  in  Furnaces, 
Ranges,  Flues,  Heaters,  Gas  and  Coal  Stoves.  It  is  also  invalu- 
able as  a lining  for  Furnace  Doors,  etc.,  or  as  a protection  to 
^ surfaces  exposed  to  a direct  heat  or  flame.  When  subjected  to 
^^;a^fltsbecomes  vitrified  without  shrinking  or  becoming  porous. 


i*- 


20 


THE  ASBESTOS  PACKING  COMPANY, 


PRICE 


Casks,  500  lbs.,  per  lb, 
Kegs,  300  “ “ “ 


0 cts. 


Pails,  50  and  25  lbs.,  per  lb 
Cans,  10  lbs.,  per  lb. 


10  “ 
12  “ 
15  “ 
20  “ 


4C  X 4C  a u 

o 


2 
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Asbestos  Retort  Cement. 


Manufactured  of  Asbestos  and  other  fire  and  acid-proof  ingre- 
dients, prepared  ready  for  use,  and  can  be  easily  applied  with  a 
trowel  or  knife,  and  hardens  rapidly  when  subjected  to  heat. 
Invaluable  for  use  in  Gas  and  Acid  Works  for  repairing  broken 
clay  and  iron  gas  retorts,  pipes,  etc.,  and  for  cementing  joints  in 
stone,  woods  and  metals.  Vitrifies  without  shrinking  or  cracking, 
and  is  not  injured  by  acids,  gases  or  oils. 


PRICE. 


Casks,  500  lbs.,  per  lb. 
Kegs,  300  “ “ 

Pails,  50  and  25  lbs.  per  lb. 
Cans,  10  lbs.,  per  lb. 


0 cts. 


10  “ 
12  “ 
15  “ 
20  “ 


u . - U < I u 

2 “ “ “ 
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Special  Asbestos  Goods  Manufactured  To  Order. 


Terms  cash  in  thirty  days  unless  otherwise  especially 
arranged. 

An  allowance  of  2 per  cent  for  cash  in  ten  days  from  date 
of  purchase. 


